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Technical parameters for boilers MAGA
Type of boiler MA 15 MA 20 MA 25 MA 31 MA 40 MA 49 MA 80 PU 25 PU 50
Height A mm 1100 1100 1190 1190 1270 1270 1370 1390 1530
Width B mm 550 550 550 620 620 710 710 540 645

Depth c mm 830 980 980 980 980 980 1330 1180 1400 _ ¢ \ 3 ) . @ . @ ﬁ . I . -
D mm 400 550 550 550 550 550 700 620 690 A N o h | 4 ﬂ K . E * M - ' ” .

E mm 850 850 950 950 1030 1030 1160 620 740 s - e ‘ ; . . u !
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Nominal output 25 50
Fuel chamber capacity 350 450 l
Operating Draught 12 15
Chimney (calibre) 160

Threaded connection tube with screw - thread 6/4"

Weight kg 310 350 380 430 510 550 810 410 600
Input w 77 230
Efficiency % 89 86-89
Fuel dry wood with cca 20% water content pellets, coal max 25 mm, grain . . '| . . . - . ﬂ . .
Informative consumption of wood pellets 5 - 7 ton pellets 9 - 12 ton
in space meters for season 28 520 20,22 2530 31-37 38-45 70-80 coal 4 - 6 ton coal 8 - 10 ton . - . . . . . - .
i |
Nominal output BTU 50 869 68 280 85 350 105 834 136 560 167 289 273120 . . . . - . ” _ . .
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Distributor: Manufacturer:

MAGA s.r.o.

Samuela Kollara 59
979 01 Cerenc¢any — Rimavska Sobota
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Tel/fax: 00421 - 47 563 4798
Mobil: 00421 - 917 465 298
e-mail: sales@magasro.sk
web: www.magasro.sk
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